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EASY INSTALLATION

Facade fitters should be trained by DuPont
de Nemours to work with Corian® and be
supported by a Corian® Quality Network
fabricator during the project.

The C-shaped brackets are attached to
inserts embedded in the material. They

clip onto the secondary framework every

45 cm. The lifting system has to be designed
carefully, as the fixing system allows

a tolerance of only 1 cm for attaching each
panel to the framework.

The panels can be lifted by using a metal
frame with suction cups, or by using
a movable platform.

One example of the high-quality finish that
can be achieved with Corian® is the fact that
the window frames can also be fabricated

in the same material, ensuring a perfect
match between the window frames and the
cladding.

CONVENIENT
MAINTENANCE AND
GOOD WEATHERING
CHARACTERISTICS

Corian® panels resist attack by a broad range
of paints, coatings and chemicals. They are
easy to maintain in terms of cleaning, graffiti
removal, repair and replacement.

Corian® panels are renewable: the original
appearance can usually be restored by
cleaning and sanding as necessary.

WEATHERING CHARACTERISTICS. DuPont has
a list of colours recommended for exterior
cladding applications. These colours are ex-
pected to meet architectural guidelines for a
colour change of less than or equal to 5 units
(AE) in 10 years based on tests according to
ASTM standards (ASTM G7 & ASTM G155).

RECOMMENDED COLOURS OF CORIAN®

FOR EXTERIOR CLADDING: ABALONE, ADOBE,
ANTARCTICA , AURORA , AZTEC GOLD, BEACH GLASS, BEIGE
FIELDSTONE, BISQUE, BLACKBERRY ICE, BLUE PEBBLE,
BONE, BUTTER CREAM, CAMEO WHITE, CARIBBEAN,

CLAM SHELL, DOVE, DUSK, ECLIPSE, EVEREST, FESTIVAL,

FOSSIL, GLACIER WHITE, GRAY FIELDSTONE, LINEN, NIGHT
SKY, PEPPER IVORY, PRIMROSE, SAHARA , SAVANNAH ,
SEASHELL, SUMMER SKY, TARRAGON, TUMBLED GLASS,
VANILLA, VENARO WHITE, WHITECAP.

SHAPES

DuPont™ Corian® Exterior Cladding can
be fabricated into a variety of shapes by
different forming, shaping and machining
techniques to create unique designs and
finishes. When heated to 165°C, DuPont™
Corian® Exterior Cladding can easily be
formed into various shapes. Sheets of
12.3 mm thickness can be formed, rayon
max= 50 mm.

Procedures for the fabrication of DuPont™
Corian® Exterior Cladding have been
developed from over 40 years of experience
with the material, in many different forms
and applications. Fabrication methods

are described in the DuPont™ Corian®
“Fabrication Manual” available on
www.corian.com.
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SURFACE FINISH

There are numerous different surface
treatments that can be applied to DuPont™
Corian® Exterior Cladding, including machining
(sanding, routing, sandblasting, waterjet, etc.),
texturing (thermoforming and Bass-relief) and
layering (laminating). Different techniques can
be used for surface finishing, partial surface
finishing or full cutting for different shapes,
patterns or inlays.

Surface machining of DuPont™ Corian®
Exterior Cladding is typically done with routing
tools to create desired shapes, and with
sanding or polishing tools for different finishes
(semi-gloss, mat or rough-textured). Routers
can achieve a fine level of detail for surface
cutting, and CNC routers achieve intricate
patterns and textures. Since DuPont™ Corian®
Exterior Cladding is relatively easy to cut and
finish, without the need for specialised
diamond abrasives and saws, fabrication can
be done quickly and with a high level of quality
even on-site.

Thermoforming of DuPont™ Corian® Exterior
Cladding is typically done with medium-
temperature ovens (165°C) and pressure
moulds. Geometric patterns or natural
patterns can be moulded into the surface to
achieve a number of different architectural
finishes.

TRANSLUCENCY

DuPont™ Corian® Exterior Cladding allows
some diffuse light transmission, depending
upon colour and aggregate. Solid light
colours such as white and beige are the
most translucent, and dark colours with
large aggregates are the least translucent.
DuPont™ Corian® Exterior Cladding can be
fabricated to achieve different levels of light
transmission by reducing the thickness of
the material. As the material gets thinner, it
allows more light through.

FOR ADDITIONAL INFORMATION,
PLEASE CONTACT YOUR CORIAN® REPRESENTATIVE
OR CALL US ON:

0113 201 2240
OR VISIT OUR WEBSITE AT:

www.cdukltd.co.uk
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